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The Cisco 150cm Stack Power Cable connects multiple switches with StackPower technology in order to share power

between them. Switches with StackPower Technology allow for power supplies to be stacked as a shared and common

resource. By using this StackPower cable, you can connect switches with the StackPower technologies. This is different

from the StackWise-480 cables. The StackPower can be deployed in either power sharing mode or redundancy mode.

Specifications

Manufacturer: Cisco

Part Number: CAB-SPWR-150CM, 37-1121-01

Product Name: 150cm Catalyst Stack Power Cable

Type: Power cable

Connector 1: XPS

Connector 2: XPS

Length: 1.5m

Supported Platform: Catalyst 3700 series switches.

Compatibility

Catalyst 3750X-12S-E, 3750X-12S-S, 3750X-24P-L, 3750X-24P-S, 3750X-24S-E, 3750X-24S-S, 3750X-24T-L,



3750X-24T-S, 3750X-48PF-L, 3750X-48PF-S, 3750X-48P-L, 3750X-48P-S, 3750X-48T-L, 3750X-48T-S

StackPower Cabling Configurations

This section describes the recommended cabling configurations for a StackPower stack. There are two types of

StackPower cables.

The cable in the figure connects a switch to another switch in a power stack or with an XPS. StackPower cables have

color bands on the cable ends:

The cable end with the green band can connect only to a switch.

The cable end with the yellow band can connect to a switch or an XPS.
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